
INSTALLATION
Supply: 4 AAA LR3 batteries
Autonomy: up to 2 years*
pH calibration solution provided
Operating temperature: 32°F to 122 °F
/ 0°C to 50°C

OPERATION
Communication using LoRaTM radio,
range up to 800m* (875 yds)
Bluetooth® Smart 4.0 Low Energy,
range: 10m (32 ft)

DIMENSIONS
Diameter: 4.33 in / 11 cm
Height: 7.48 in / 19 cm
Weight: 1.76lbs / 800 g
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Managed via

Sensors

POOL SENSE
9V Connected Floating Pool Analyzer

POOL SENSE is a floating water analyzer which 
can be installed in a few minutes directly in your 
pool. It makes it easy to analyze the quality 
of the pool water. It monitors the main water 
parameters (pH, disinfectant, temperature). It 
also warns and advises you as necessary. It is 
accessed and configured locally via Bluetooth 
during installation. Once connected to one of our 
gateway (e.g LR-MB-10), you can access and 
monitor the data wherever you are.
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WARRANTY

ready to use

POOL

TEMP.

*Range may vary depending on the configuration of the installation
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Alerts via push (LoRaTM Mode) 

& email notifications
pH / disinfectant  analysis

Water temperature analysis Measurement history (LoRaTM Mode)

MAKE IT SIMPLE
Remote control your home exterior with MyGARDEN app. 
Free & optimized for most devices.

Irrigation professionals can access up-to-date features 
on our internet management platform at MySOLEM.com.

MyGARDEN

POOL SENSE
9V Connected Floating Pool Analyzer
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radio communication (> 250m)
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